
914G2 Compact Wheel Loader

914G2 Operating Specifications

General 

Purpose Buckets
Penetration 
Buckets

With Bolt-On 
Cutting Edge

With Bolt-On 
Teeth and 
Segments

With Bolt-On 
Teeth

With Flush 
Mounted Teeth

Rated bucket capacity (§) m3 1.3 1.4 1.3 1.4 1.2 1.3 1.3 1.4
yd3 1.7 1.8 1.7 1.8 1.6 1.7 1.7 1.8

Struck capacity (§) m3 1.1 1.2 1.1 1.2 1.0 1.1 1.1 1.2
yd3 1.4 1.5 1.4 1.5 1.3 1.5 1.5 1.5

Width mm 2401 2401 2424 2424 2424 2424 2434 2434
ft/in 7'10.5" 7'10.5" 7'11.4" 7'11.4" 7'11.4" 7'11.4" 7'11.8" 7'11.8"

Dump clearance at full lift and 45° discharge (§) mm 2659 2623 2667 2632 2715 2680 2680 2680
ft/in 8'9" 8'7" 8'9" 8'7" 8'11" 8'10" 8'10" 8'10"

Reach at full lift and 45° discharge (§) mm 973 1008 964 1000 944 979 979 979
ft/in 3'2" 3'4" 3'2" 3'3" 3'1" 3'3" 3'3" 3'3"

Reach at 45° discharge and 2130 mm (7 ft) 
clearance (§)

mm 1331 1348 1282 1297 1259 1275 1287 1249
ft/in 4'4" 4'5" 4'2" 4'3" 4'2" 4'2" 4'3" 4'1"

Reach with lift arms horizontal and bucket level mm 1980 2030 1970 2020 1920 1970 1970 1970
ft/in 6'6" 6'8" 6'6" 6'8" 6'4" 6'6" 6'6" 6'6"

Digging depth (§) mm 89 89 89 89 70 70 70 70
in 3.5" 3.5" 3.5" 3.5" 2.8" 2.8" 2.8" 2.8"

Overall length mm 6229 6279 6328 6378 6310 6360 6358 6438
ft/in 20'5" 20'7" 20'9" 20'11" 20'8" 20'10" 20'10" 21'1"

Overall height with bucket at full raise (§) mm 4390 4442 4390 4442 4390 4442 4442 4442
ft/in 14'5" 14'7" 14'5" 14'7" 14'5" 14'7" 14'7" 14'7"

Loader clearance circle with bucket 
in carry position

m 10.34 10.37 10.42 10.45 10.42 10.45 10.44 10.49
ft/in 33'11" 34'0" 34'2" 34'4" 34'2" 34'4" 34'3" 34'5"

Static tipping load straight* (§) kg 6098 6069 6059 6029 6169 6166 6183 6011
lb 13,446 13,382 13,360 13,294 13,603 13,602 13,634 13,254

Static tipping load full 40° turn* (§) kg 5323 5295 5284 5256 5415 5387 5404 5232
lb 11,737 11,675 11,651 11,589 11,940 11,878 11,916 11,537

Breakout force (§) kg 6367 5971 6415 6010 6929 6469 6484 6374
lb 14,007 13,136 14,113 13,222 15,246 14,232 14,265 14,055

Operating weight* kg 7378 7391 7409 7422 7336 7349 7336 7500
lb 16,262 16,297 16,337 16,366 16,176 16,205 16,176 16,538

* Static tipping and operating weights shown are for high-speed version 914G2 and include lubricants, full fuel tank, ROPS cab, 80 kg 
(176 lb) operator and 17.5-R25 (L2 equivalent) tires.

NOTE: Specifications and ratings conform to all applicable standards recommended by the Society of Automotive Engineers (SAE). 
SAE Standards J732 and J742 govern loader rating, denoted in the text by (§).



914G2 Compact Wheel Loader

914G2 Dimensions with Bucket
All dimensions are approximate.

mm ft/in

1 3100 10'2"

2 2255 7'5"

3 2080 6'10"

4 620 2'0"

5 1658 5'5"

6 1300 4'3"

7 2600 8'6"

8 374 1'3"

9 3236 10'7"

10 3435 11'3"

Dimensions vary with bucket. Refer to Operating 
Specifications chart on previous page.

Tread Width Width over Tires Ground Clearance
Change in Vertical 

Dimensions

15.5-25, 12PR (L-2) mm 1800 2223 414 –42
in 70.9 87.5 16.3 –1.7

17.5-R25 (L-2 equivalent) mm 1800 2258 456 —
in 70.9 88.9 18.0 —
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914G2 Compact Wheel Loader

914G2 Supplemental Specifications

Change in Operating Weight
Change in Articulated 

Static Tipping Load

kg lb kg lb

Air conditioner +55 +121 +71 +156

Canopy, ROPS (less cab) –199 –438 –174 –383

Counterweight, 150 kg (330 lb) +152 +334 +287 +631

Ride control +32 +70 +6 +13

Standard speed version machine –70 –154 –74 –163

Secondary steering +30 +66 +44 +97

Tires and rims, 15.5-25, 12PR (L-2) –159 –350 –99 –218

Tires and rims, 15.5-25, 12PR (L-3) –78 –172 –48 –106

Tires and rims, 17.5-25, 12PR (L-2) –126 –277 –78 –172

Tires and rims, 17.5-25, 12PR (L-3) +12 +26 +7 +15

Tires and rims, 17.5-R25, radial (L-3 equivalent) +156 +343 +96 +211

Tires and rims, 17.5-R25, radial (L-2/L-3 equivalent) +95 +209 +58 +128



914G2 Compact Wheel Loader

2,400 2,700 3,000 3,300 3,600 3,900 4,200

1.2 1.6

1.3 1.7

1.4 1.8

115% 100% 95%

1400 1600 1800 2000 2200 2400 2600

Typical Material Densities – Loose

kg/m3 lb/yd3 kg/m3 lb/yd3

Basalt 1960 3,305 Gypsum

Bauxite, Kaolin 1420 2,394 broken 1810 3,052

Clay crushed 1600 2,698

natural bed 1660 2,799 Limestone

dry 1480 2,495 broken 1540 2,596

wet 1660 2,799 crushed 1540 2,596

Clay and gravel Sand

dry 1420 2,394 dry, loose 1420 2,394

wet 1540 2,596 damp 1690 2,849

Decomposed rock wet 1840 3,102

75% rock, 25% earth 1960 3,305 Sand and clay

50% rock, 50% earth 1720 2,900 loose 1600 2,698

25% rock, 75% earth 1570 2,647 Sand and gravel

Earth dry 1720 2,900

dry, packed 1510 2,546 wet 2020 3,416

wet, excavated 1600 2,698 Sandstone 1510 2,546

Granite Shale 1250 2,107

broken 1660 2,799 Slag

Gravel broken 1750 2,950

pitrun 1930 3,254 Stone

dry 1510 2,546 crushed 1600 2,698

dry, 6-50 mm (0.2-2 in) 1690 2,849

wet, 6-50 mm (0.2-2 in) 2020 3,406

914G2 Bucket Size Selector

Bucket Capacity Material Density

m3 yd3

kg/m3

lb/yd3

% = Bucket Fill Factor


