








10

Tier 4 FiNal

Commitment to Sustainable Growth
•	 	Meets	U.S.	EPA	Tier	4	Final,	achieving	environmental	

benefits	four	years	earlier	than	required

Driving Down Total Cost of ownership
•	 	Legendary	reliability	and	durability	of	engine	and	

aftertreatment
•	 	Designed	to	reduce	engineering	cost
	 –	Fully	compliant	through	2015,	eliminating	need	for	

equipment	redesign

making your investment work harder
•	 	Single-source	engine,	transmission,	and	aftertreatment	

designed	to	maximize	performance	of	the	package
•	 	Simplified	controls	and	customer	connection	points	

decrease	time	to	get	up	and	running
•	 	Ultra	low	emissions	allow	for	operation	in	the	most	highly	

regulated	areas

improving workforce efficiency
•	 	Service-free	aftertreatment	solution	reduces	costs	while	

increasing	productivity
•	 	Optimized	system	minimizes	operator	interface	with	the	

aftertreatment
•	 	Easy-to-use,	single,	state-of-the-art	ADEM	A4	control	

system	for	engine	and	aftertreatment
•	 	Extensive	factory-trained	dealer	network

Fully integrated petroleum Solutions
•	 	Optimized	for	the	oilfield	to	work	with	Cat	transmissions
•	 	Extensive	testing	and	validation	of	engine	and	

aftertreatment	in	the	petroleum	work	environment

at Caterpillar, we understand the dynamic petroleum 
environment. lowering costs, increasing productivity, 
and attaining emissions goals are fused together to form 
Cat Tier 4 Final engines. Cat iron is engineered to create 
maximum uptime and reduce operating costs.
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C18 aCerT
Power	 563-597 bkw / 755-800 bhp 
Length	 1530 mm / 60.2 in
Width	 961 mm / 37.8 in
Height	 1282 mm / 50.5 in
Weight	 1580 kg / 3483.3 lb

C27 aCerT
Power	 597-652 bkw / 800-875 bhp 
Length	 2160 mm / 85.0 in
Width	 1270 mm / 50.0 in
Height	 1650 mm / 65.0 in
Weight	 2790 kg / 6150.9 lb

C32 aCerT
Power	 708-839 bkw / 950-1125 bhp 
Length	 1905 mm / 75.0 in
Width	 1600 mm / 63.0 in
Height	 1549 mm / 61.0 in
Weight	 2770 kg / 6106.8 lb

aFTerTreaTmeNT DimeNSioNS*

C18 aCerT
Length	 1162 mm / 45.7 in
Width	 871 mm / 34.3 in
Height	 439 mm / 17.3 in

C27 aCerT, C32 aCerT
Length	 1120 mm / 44.1 in
Width	 400 mm / 15.7 in
Height	 440 mm / 17.3 in

*C18 ACERT dimensions are for side-by-side configuration.  
C27 ACERT/C32 ACERT dimensions are for single canister.  
Two diesel oxidation catalysts are required for compliance.

Images may include optional attachments.



LEDW0007-00
©2011	Caterpillar
All	rights	reserved.

CAT,	CATERPILLAR,	their	respective	logos,	ACERT,	ADEM,	
“Caterpillar	Yellow”	and	the	“Power	Edge”	trade	dress,		
as	well	as	corporate	and	product	identity	used	herein,		
are	trademarks	of	Caterpillar	and	may	not	be	used		
without	permission.

To learn more about Tier 4 solutions from Caterpillar Global petroleum,  
call your local Cat dealer or visit www.catoilandgas.cat.com.

ameriCaS

Caterpillar inc.
Global	Petroleum
13105	N.W.	Freeway
Suite	1100
Houston,	Texas	77040-6321
Tel:	(+1)	713-329-2207
Fax:	(+1)	713-895-4280

aSia paCiFiC

Caterpillar asia pte., ltd.
Global	Petroleum
7	Tractor	Road
Singapore	627968
Tel:	(+65)	6828-7333
Fax:	(+65)	6828-7414

ChiNa 

Caterpillar Global petroleum China
Room	1601	Caterpillar	Tower
No.	8	Wangjing	Street
Beijing	100102,	P.R.	China
Tel:	(+86-10)	5921-0521
Fax:	(+86-10)	5921-0022

ruSSia

Caterpillar CiS llC
82	Sadovnicheskaya	Str.
Moscow	113035,	RF
Tel:	(+7-495)	755-6811
Fax:	(+7-495)	785-5688

europe, aFriCa, aND miDDle eaST

Caterpillar Commercial Northern europe ltd.
Global	Petroleum
OTV	House
Wokingham	Road,	Rounds	Hill
Bracknell,	Berkshire	
United	Kingdom
RG42	1NG
Tel:	(+44)	1344	782	920
Mobile:	(+44)	7717411938
Fax:	(+44)	1344	782	930


