Natural Wood Deck Box

Required Tools:

[Image of a screwdriver]

Care Instructions:
Product should be treated with wood treatment oil once a year. Before the oil is applied, deck box should be clean and dry.
(If left untreated, wood will turn silver gray)

Step 1
1. Slide End Cap (J) onto Lid (S) in direction shown
2. Fasten the End Cap (J) to Lid using 2 screws (V2)
3. Repeat on the opposite end of the lid

Step 2
1. Place Lid Hinge (L) over holes on Lid (S)
2. Fasten Lid Hinge (L) using 2 screws (V2)
3. Repeat on the other Lid Hinge

Step 3
1. Fasten Floor Support (U) onto Floor (R) using 2 screws (V3)
2. Repeat on the other Floor support

Step 4
1. Insert Left Rear Leg (D) into Lower Long Rail (E)
2. Ensure Damper Mounting Bracket is at the top
3. Fasten the Leg using Screw (V1)
Step 5
1. Insert Lower Long Rail (E) into Right Rear Leg (C)
2. Fasten using screw (V1)

Step 6
1. Insert Bottom Floor (R) into frame with bottom supports facing down

Step 7
1. Insert other Long Panel (T) into Front Legs
2. Assemble Upper Front Rail (G)
3. Fasten using 2 screws (V1)

Step 8
1. Insert 4 Top Caps (P) into Legs

Step 9
1. Press 4 Feet (N) into Legs

Step 10
1. Insert Lower Side Rail (I) into Right Rear Leg
2. Fasten using screw (V1)
3. Repeat on opposite end of Lower Side Rail

Step 11
1. Tighten all pre-assembled screws
2. Insert 4 Top Caps (P) into Legs

Step 12
1. Open Lid carefully
2. LEAN LID AGAINST WALL
3. Fasten Dampers to Lid using 4 screws (V1)

CAUTION
Lid is not secured until Dampers are properly installed

Step 13
1. Fasten all Panels using two screws (V2) on each of the Upper Rails.
2. Make sure all screws are tightened
Step 7
1. Insert Front Leg (K) into Lower Side Rail (L)
2. Fasten using screw (V1)
3. Repeat on opposite end of Lower Side Rail

Step 8
1. Insert Lower Long Rail (E) into Front Leg
2. Fasten using 1 screw (V1) on each side
3. Tighten all pre-assembled screws

Step 11
1. Insert one Long Panel (T) into Rear Legs
2. Make sure Panel is fully seated
3. Assemble Upper Rear Rail (F) and fasten using 2 screws (V1)

Step 12
1. Insert Side Panel (Q) into Legs with arrow pointing up
2. Insert Upper Side Rail (I) into Legs
3. Fasten using 2 screws (V1)
4. Repeat on opposite Side Panel

Step 15
1. Assemble the Right Damper (B) to frame and fasten it using 2 screws (V4)
2. Repeat the Left Damper (A)

Step 16
1. Put the Lid (S) onto frame
2. Align the Lid Hinge to the Rail Hinge
3. Insert Hinge Pin (M)

Care Instructions:
Product should be treated with wood treatment oil once a year. Before the oil is applied, deck box should be clean and dry. (If left untreated, wood will turn silver gray)

Rubbermaid
Natural Wood Deck Box

46.25 x 23 x 21 in | 117.47 x 58.42 x 53.34 cm
8.8 cubic ft | 0.24 cubic m
65.8 gal | 249.08 L

Customer Service:
Toll Free Number (1-888-895-2110)
Monday through Friday 8:30am to 5:00pm EST or visit us at www.rubbermaid.com