
Cat®

Skeleton Buckets
Skid Steer LoaderS

CompaCt traCk LoaderS

Cat® Skeleton Buckets are versatile buckets used in a variety 
of applications including agriculture, general construction, 
demolition, landscaping and scrap handling segments. 
The skeleton bucket is an ideal attachment for a range of 
tasks from screening solid materials to reclaiming rock and 
landscaping materials buried by sediment. Skeleton buckets 
come in two styles: rod tine style and plate tine style and are 
for use on skid steer loaders and compact track loaders.

Features:
Rod tine style
n  Rod tines are 32 mm (1.25 in) in diameter with 16 mm (0.63 in) 

thick tine points improving breakout force by initially separating 
rock from soil more efficiently than a cutting edge.

Plate tine style
n  Plate tines are 10 mm (0.4 in) in thickness with fishhook 

tine points for better soil penetration to remove roots and 
reclaim construction material left on the jobsite.

Wide tine spacing
n  Wide tine spacing allows for quicker screening and greater 

material separation.
Rock dam
n  Rock dam improves material retention, reduces spillage 

and increases productivity.

Greater visibility
n  Greater visibility for the operator is achieved with the open 

back bucket design.

Welded gussets
n  Welded gussets between tines prevents yielding corner  

of bucket.

Serrated Step
n  Serrated step ensures operator stability for ingress and 

egress from cab.

Model Machines

2016 mm (79 in) 216B3, 226B3, 226D3, 232D3, 236D3, 239D3, 242D3, 246D3, 249D3, 257D3, 259D3, 262D3, 272D3, 272D3 XE, 

279D3, 289D3, 299D3, 299D3 XE

2206 mm (87 in) 216B3, 226B3, 226D3, 232D3, 236D3, 239D3, 242D3, 246D3, 249D3, 257D3, 259D3, 262D3, 272D3, 272D3 XE, 

279D3, 289D3, 299D3, 299D3 XE

2397 mm (94 in) 216B3, 226B3, 226D3, 232D3, 236D3, 239D3, 242D3, 246D3, 249D3, 257D3, 259D3, 262D3, 272D3, 272D3 XE, 

279D3, 289D3, 299D3, 299D3 XE

1849 mm (73 in) 216B3, 226B3, 226D3, 232D3, 236D3, 239D3, 242D3, 246D3, 249D3, 257D3, 259D3, 262D3, 272D3, 272D3 XE, 

279D3, 289D3, 299D3, 299D3 XE

2017 mm (80 in) 216B3, 226B3, 226D3, 232D3, 236D3, 239D3, 242D3, 246D3, 249D3, 257D3, 259D3, 262D3, 272D3, 272D3 XE, 

279D3, 289D3, 299D3, 299D3 XE

2182 mm (86 in) 216B3, 226B3, 226D3, 232D3, 236D3, 239D3, 242D3, 246D3, 249D3, 257D3, 259D3, 262D3, 272D3, 272D3 XE, 

279D3, 289D3, 299D3, 299D3 XE

2349 mm (93 in) 216B3, 226B3, 226D3, 232D3, 236D3, 239D3, 242D3, 246D3, 249D3, 257D3, 259D3, 262D3, 272D3, 272D3 XE, 

279D3, 289D3, 299D3, 299D3 XE

Current production machines listed. Machine model availability and attachment vary by region.  

Contact your local Cat dealer for exact compatibility and availability.

Compatibility
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2016 mm (79 in) 2206 mm (87 in) 2397 mm (94 in)

A Width mm (in) 2016 (79.4) 2206 (86.9) 2397 (94.4)

B Height mm (in) 644 (25.4) 644 (25.4) 644 (25.4)

C Length mm (in) 1199 (47.2) 1199 (47.2) 1199 (47.2)

Weight kg (lb) 336 (741) 363 (800) 390 (860)

Sidewall Thickness mm (in) 10 (0.4) 10 (0.4) 10 (0.4)

Tine Spacing mm (in) 64 (2.5) 64 (2.5) 64 (2.5)

Tine Thickness mm (in) 32 (1.3) 32 (1.3) 32 (1.3)

Number of tines 20 22 24

Bucket Style Rod Rod Rod

1849 mm (73 in) 2017 mm (80 in) 2182 mm (86 in) 2349 mm (93 in)

A Width mm (in) 1849 (72.8) 2017 (79.4) 2182 (85.9) 2349 (92.5)

B Height mm (in) 544 (21.4) 544 (21.4) 544 (21.4) 544 (21.4)

C Length mm (in) 1115 (43.9) 1115 (43.9) 1115 (43.9) 1115 (43.9)

Weight kg (lb) 317 (699) 342 (754) 365 (805) 382 (842)

Sidewall Thickness mm (in) 12 (0.5) 12 (0.5) 12 (0.5) 12 (0.5)

Tine Spacing mm (in) 73 (2.9) 73 (2.9) 73 (2.9) 73 (2.9)

Tine Thickness mm (in) 10 (0.4) 10 (0.4) 10 (0.4) 10 (0.4)

Number of tines 21 25 27 29

Bucket Style Plate Plate Plate Plate
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