


Channel "ALL" is pre-set to 
control ALL shades paired to your
Muli-channel remote.

OR
BEEP

x1

JOG
x1

BEEP

x1

JOG
x1

BEEP

x1

JOG
x1

BEEP

x1

JOG
x1

BEEP

x3

JOG
x2

BEEP

x3

JOG
x2

BEEP

x1

JOG
x1

BEEP

x1

JOG
x1

x1

JOG
x1

DELETE FAVOURITE POSITION

Press P2 on remote.

(Second Time)(First Time)

Note: Ensure all shade programming for all motors is completed before locking the remote.

This mode is intended to be used after all shade programming is completed. User Mode will 
prevent  accidental or unintended changing of limits.

Pressing the lock button for 6 second will Lock the remote 
and LED will show solid.

DISABLE LIMIT SETTING - LOCK BUTTON

CONTROL SHADE UP OR DOWN STOPPING THE SHADE

OR

CONTROLLING A SHADE

CREATE CUSTOM GROUPS

STEP 1.

STEP 2.

GROUP CONTROL

While the channel is displayed press up or down to move shade accordingly.

It is possible to copy one channel to 
another channel to create custom groups. 

Press P2 Button on 
existing remote.

Select the channel you want to transfer.

Select the channel you want to transfer too.

(This step to be completed within four seconds 
of the previous step).

EXISTING REMOTE

NEW REMOTE

LOCK REMOTE

Pressing the lock button for 6 second will Unlock the remote 
and LED will show flashing.

UNLOCK REMOTE

Solid LED
(Locked)

Press P2 on remote.
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STEP 3. STEP 4. STEP 5.

Press P2 Button again 
on existing remote.

Press P2 Button again 
on existing remote.
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Flashing LED
(Unlocked)
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Press any channel to see previously selected channels. 
The last selected channel will remain in memory. 
To un-select a channel press the same channel and select any new channels. 

Press the stop button to stop shade 
at any point.


